
ADDENDUM NO. 1 

 

CITY OF SAN ANTONIO 

CAPITAL IMPROVEMENTS MANAGEMENT SERVICES 
 

PROJECT NAME: EDWARDS AQUIFER PROTECTION LANDS FENCING 

DATE:  January 9, 2013 
 

This addendum should be included in and be considered part of the plans and specifications for the name of the 

project. The contractor shall be required to sign an acknowledgement of the receipt of this addendum and 

submit with their bid. 
 

CIMS PROJECT NO.: 26-00037 

_____________________________________________________________________________________ 
 

REVISIONS TO THE DOCUMENTS: 

 

The 010 IFB form has been replaced with 010 IFB Addendum #1 

 

The Department Of Labor released a NEW HEAVY/HIGHWAY Wage Decision on Friday, 1/04/2013. 

Remove the wage decision document referenced as TX120016 01/06/2012 TX16 in its entirety and replace with 

TX130016 01/04/2013 TX16: 
 

General Decision Number: TX130016 01/04/2013  TX16 

 

Superseded General Decision Number: TX20120016 

 

State: Texas 

 

Construction Types: Heavy and Highway 

 

Counties: Atascosa, Bandera, Bastrop, Bell, Bexar, Brazos,  

Burleson, Caldwell, Comal, Coryell, Guadalupe, Hays, Kendall,  

Lampasas, McLennan, Medina, Robertson, Travis, Williamson and  

Wilson Counties in Texas. 

 

HEAVY (excluding tunnels and dams, not to be used for work on 

Sewage or Water Treatment Plants or Lift / Pump Stations in 

Bell, Coryell, McClennon and Williamson Counties) and HIGHWAY 

Construction Projects 

 

Modification Number     Publication Date 

          0             01/04/2013 

 

*  SUTX2011-006 08/03/2011 

 

                                  Rates          Fringes 

 

CEMENT MASON/CONCRETE    

FINISHER (Paving and    

Structures)......................$ 12.56                  

   

ELECTRICIAN......................$ 26.35                  

   

FORM BUILDER/FORM SETTER   

     Paving & Curb...............$ 12.94                  

     Structures..................$ 12.87                  

   

LABORER   

     Asphalt Raker...............$ 12.12                  



     Flagger.....................$  9.45                  

     Laborer, Common.............$ 10.50                  

     Laborer, Utility............$ 12.27                  

     Pipelayer...................$ 12.79                  

     Work Zone Barricade  

     Servicer....................$ 11.85                  

   

PAINTER (Structures).............$ 18.34                  

   

POWER EQUIPMENT OPERATOR:   

     Agricultural Tractor........$ 12.69                  

     Asphalt Distributor.........$ 15.55                  

     Asphalt Paving Machine......$ 14.36                  

     Boom Truck..................$ 18.36                  

     Broom or Sweeper............$ 11.04                  

     Concrete Pavement  

     Finishing Machine...........$ 15.48                  

     Crane, Hydraulic 80 tons  

     or less.....................$ 18.36                  

     Crane, Lattice Boom 80  

     tons or less................$ 15.87                  

     Crane, Lattice Boom over  

     80 tons.....................$ 19.38                  

     Crawler Tractor.............$ 15.67                  

     Directional Drilling  

     Locator.....................$ 11.67                  

     Directional Drilling  

     Operator....................$ 17.24                  

     Excavator 50,000 lbs or  

     Less........................$ 12.88                  

     Excavator over 50,000 lbs...$ 17.71                  

     Foundation Drill, Truck  

     Mounted.....................$ 16.93                  

     Front End Loader, 3 CY or  

     Less........................$ 13.04                  

     Front End Loader, Over 3 CY.$ 13.21                  

     Loader/Backhoe..............$ 14.12                  

     Mechanic....................$ 17.10                  

     Milling Machine.............$ 14.18                  

     Motor Grader, Fine Grade....$ 18.51                  

     Motor Grader, Rough.........$ 14.63                  

     Pavement Marking Machine....$ 19.17                  

     Reclaimer/Pulverizer........$ 12.88                  

     Roller, Asphalt.............$ 12.78                  

     Roller, Other...............$ 10.50                  

     Scraper.....................$ 12.27                  

     Spreader Box................$ 14.04                  

     Trenching Machine, Heavy....$ 18.48                  

   

Servicer.........................$ 14.51                  

   

Steel Worker   

     Reinforcing.................$ 14.00                  

     Structural..................$ 19.29                  

   

TRAFFIC SIGNAL INSTALLER   

     Traffic Signal/Light Pole  

     Worker......................$ 16.00                  

   

TRUCK DRIVER   

     Lowboy-Float................$ 15.66                  

     Off Road Hauler.............$ 11.88                  

     Single Axle.................$ 11.79                  



     Single or Tandem Axle Dump  

     Truck.......................$ 11.68                  

     Tandem Axle Tractor w/Semi  

     Trailer.....................$ 12.81                  

   

WELDER...........................$ 15.97                  

---------------------------------------------------------------- 

 

WELDERS - Receive rate prescribed for craft performing 

operation to which welding is incidental. 

 

================================================================ 

 

Unlisted classifications needed for work not included within 

the scope of the classifications listed may be added after 

award only as provided in the labor standards contract clauses 

(29CFR 5.5 (a) (1) (ii)). 

 

---------------------------------------------------------------- 

 

The body of each wage determination lists the classification 

and wage rates that have been found to be prevailing for the 

cited type(s) of construction in the area covered by the wage 

determination.  The classifications are listed in alphabetical 

order of "identifiers" that indicate whether the particular 

rate is union or non-union. 

 

Union Identifiers 

 

An identifier enclosed in dotted lines beginning with 

characters other than "SU" denotes that the union 

classification and rate have found to be prevailing for that 

classification. Example:  PLUM0198-005 07/01/2011.  The first 

four letters , PLUM, indicate the international union and the 

four-digit number, 0198, that follows indicates the local union 

number or district council number where applicable , i.e., 

Plumbers Local 0198.  The next number, 005 in the example, is 

an internal number used in processing the wage determination. 

The date, 07/01/2011, following these characters is the 

effective date of the most current  negotiated rate/collective 

bargaining agreement which would be July 1, 2011 in the above 

example. 

 

Union prevailing wage rates will be updated to reflect any 

changes in the collective bargaining agreements governing the 

rates. 

 

0000/9999: weighted union wage rates will be published annually 

each January. 

 

Non-Union Identifiers 

 

Classifications listed under an "SU" identifier were derived 

from survey data by computing average rates and are not union 

rates; however, the data used in computing these rates may 

include both union and non-union data.  Example:  SULA2004-007 

5/13/2010. SU indicates the rates are not union majority rates, 

LA indicates the State of Louisiana; 2004 is the year of the 

survey; and 007 is an internal number used in producing the 

wage determination.  A 1993 or later date, 5/13/2010, indicates 

the classifications and rates under that identifier were issued 

as a General Wage Determination on that date. 

 



Survey wage rates will remain in effect and will not change 

until a new survey is conducted. 

 

---------------------------------------------------------------- 

 

                   WAGE DETERMINATION APPEALS PROCESS 

 

1.) Has there been an initial decision in the matter? This can 

be: 

 

*  an existing published wage determination 

*  a survey underlying a wage determination 

*  a Wage and Hour Division letter setting forth a position on 

   a wage determination matter 

*  a conformance (additional classification and rate) ruling 

 

On survey related matters, initial contact, including requests 

for summaries of surveys, should be with the Wage and Hour 

Regional Office for the area in which the survey was conducted 

because those Regional Offices have responsibility for the 

Davis-Bacon survey program. If the response from this initial 

contact is not satisfactory, then the process described in 2.) 

and 3.) should be followed. 

 

With regard to any other matter not yet ripe for the formal 

process described here, initial contact should be with the 

Branch of Construction Wage Determinations.  Write to: 

 

            Branch of Construction Wage Determinations 

            Wage and Hour Division 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

2.) If the answer to the question in 1.) is yes, then an 

interested party (those affected by the action) can request 

review and reconsideration from the Wage and Hour Administrator 

(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to: 

 

            Wage and Hour Administrator 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

The request should be accompanied by a full statement of the 

interested party's position and by any information (wage 

payment data, project description, area practice material, 

etc.) that the requestor considers relevant to the issue. 

 

3.) If the decision of the Administrator is not favorable, an 

interested party may appeal directly to the Administrative 

Review Board (formerly the Wage Appeals Board).  Write to: 

 

            Administrative Review Board 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

4.) All decisions by the Administrative Review Board are final. 

 

================================================================ 

 

          END OF GENERAL DECISION 



  

REVISIONS TO THE SPECIFICATIONS: 
 

 

 

EDWARDS AQUIFER PROTECTION LANDS FENCING SPECIFICATIONS 
 

 

PART 1 - GENERAL 
 

1.1 Description 

 

A. The City requires the services of a contractor to provide materials and labor to construct and install 

various fencing in three sites on two tracts (SEE EXHIBIT A):  
 

A.1..  Rancho Diana - 23,000 linear feet of 1775-6, six (6’) foot high Stay Tuff field fencing (see 

specifications for Stay-Tuff in Part 2 - Materials).  The fence will also have t-posts driven into the 

ground every twelve (12) ft on center and 2 3/8”  schedule 40 line posts set in concrete every seventy 

two (72) feet on center and closer where needed.  Maximum brace spacing will be three hundred (300) 

feet.  The job includes removal and disposal of existing fence, and installation of four (4) creek 

crossings (see attached), and five (5) 12' double drive-through gates.  The job includes clearing trees and 

brush up to but not to exceed a six (6) foot width completely within and starting on the property line. 

Cut material may be mulched in place or distributed into the woods, but not left in piles. 

 

A.2.  Rancho Diana – Install 1,500 linear feet of 2096-3, eight (8) foot high Stay Tuff field fencing (see 

specifications for Stay-Tuff in Part 2 - Materials).  The fence will have t-posts driven into the ground 

every 12 feet on center and line post will be set in concrete every sixty (60) feet on center. The job 

includes installation of a four (4) foot wide walk gate.  All material will be galvanized and all braces are 

to be welded complete at all joints.  Work includes clearing of brush sufficient to install fencing.  All 

clearing will be completely inside the COSA property line. 

 

A.3.  Woodland Hills – Install 5,145 linear feet of six (6) feet high nine (9) gauge chain link fencing 

with no top rail or barbed wire, constructed of three (3) inch schedule 40 terminal posts, two (2) inch 

schedule 40 line posts set in concrete every ten (10) feet on center and 1 5/8 inch schedule 40 brace rail.  

In place of the top rail there will be a seven (7) gauge coil spring tension wire at the top of the fence as 

well as at the bottom of the fence.  Braces will consist of truss rods and 1 5/8 inch pipe and will not 

exceed three hundred (300) feet intervals in the fence line.  Work to include removal and disposal of the 

existing fence, clearing trees and brush up to but not to exceed a six (6) foot width along the fence line 

(cut material may be mulched in place or distributed into the woods, but not left in piles), as well as the 

installation of two (2) creek crossing, one (1) twelve (12) feet drive gate and one (1) four (4) feet walk 

gate. 

 

B. The requirements of this project include the furnishing of all labor, material and equipment specified 

herein or on the drawing or required for completion of the work.  It is impractical to show or specify 

required work in every detail. This must be determined by the Contractor prior to submittal of his/her 

bid by careful examination of the specifications and the site. 

 

C. Contractor must visit the site and familiarize himself/herself with the project scope and be held 

responsible to have examined the site and be satisfied as to the extent of the work and conditions which 

he/she will be obligated to perform. 

 



D. All cuts, scrapes or other damage to oak trees that exposes cambium shall be painted with tree wound 

paint or latex paint within thirty (30) minutes of injury as per City ordinance.  This includes root damage 

as well. 

 

1.2 Quality Assurance 
 

 A. Comply with all applicable local, state and federal requirements regarding    

 material, methods of work and the disposal of excess and waste material. 

 

 B. Contractor will ensure the integrity of the construction of the new fence and all  

  work specified herein shall be performed only by experienced,  qualified  

  workers. 

 

1.3 Job Conditions 
 

A. Contractor shall provide protection necessary to prevent damage to existing improvements and shall 

repair existing improvements damaged by construction operations in  a manner acceptable to 

owner.  Cost of repair and restoration of damaged items will be at Contractor’s expense. 

 

B. During the contract and upon completion of the work, Contractor shall remove from the site all excess 

materials, debris, tools, and equipment.  Debris and refuse must be properly disposed.  The entire work 

area shall be cleaned to existing conditions. 

 

 

PART 2 - MATERIALS 

 

2.1 Fence 
 

A. Dimensions shown for pipe, roll-formed and H-sections are outside dimensions. 

 

B. Fabric: Various (see Part 1 - GENERAL).  For Stay-Tuff specifications, see attached Exhibit B.  For 

Chain-link specs, see Exhibit C. 

 

C. Furnish one-piece fabric widths. 

 

D. Framework, Hardware and Accessories:  Galvanized steel, see Exhibits B & C. 

 

E. Terminal Post:  minimum size and weight as follows: 

 

F. Braces:  braces shall be installed at all corner, tension, terminal and gateposts and shall be extended to 

adjacent line post if necessary, and galvanized. See Exhibits B & C.   

 

G. Gates:  gates shall be constructed of same fabric, framework, hardware, and terminal posts as fence or 

better if recommended by fence manufacturer.  Gate locations to be determined by owner.  Gate center 

pin and latch to be heavy duty, industrial quality. 

 

H. Water Gaps:  See Exhibit D. 

 

I. Post Cap:  All round posts shall have galvanized post caps.   

   

 

 



2.2 Concrete Footing 

 

A. Concrete Footing:   Line posts shall be at least 36” in the ground and t-posts shall be at least 24” in the 

ground.   Brace posts shall be at least 36” in the ground for 6’ fence and at least 48” in the ground for 

8’ fence.  This depth is acceptable over the depths listed in the Exhibit B drawings.  Footing holes shall 

at least twelve inches (12”) diameter with at least 2500 PSI concrete or better if recommended by fence 

manufacturer, and be straight sided or bell-bottom.  In no case shall they be wider at their top than their 

middle or bottom.  All footings must comply or exceed these specifications. 

 

 

PART 3 - EXECUTION 

 

3.1  Concrete Footings: Any changes to footing depths as a result of existing site conditions noted by contractor 

during site inspection shall be outlined on enclosed bid. 

 

3.2  Fence Installation:  comply with recommended procedures and instructions of fencing manufacturer.  The 

fence shall be true to line, taut and firmly fastened and shall comply with the best practice for fence construction 

of this type.  Fabric mesh direction shall be kept square and plumb.   

 

3.3  Gates:  gates shall open not less than one hundred eighty (180) degrees, and at least ninety (90) degrees in 

either direction from closed position. Center pin shall be secured with pin receiver or cement or galvanized steel 

pipe at surface level. 



EXHIBIT B:  Stay-Tuff Fencing Specifications 

 

 
Stay-Tuff fence wire is composed of galvanized steel wire products that meet or exceed the specifications indicated 

in ASTM specification A 116, see table 2 and 3 and AASHTO specification M 279. In table 2, the weight of the zinc 

coating would correspond to the Class 3 column. Line wires correspond to 175 grade and stay wires correspond to 

125 grade, 12.5 gauge size in table 3. Knot wires correspond to grade 60, 13 gauge size.  

 

Specifications are indicated on the table below. Also see the backside of our brochure sheet and the label of the wire 

for quick reference.  

 

Wire  Gauge  Tensile Strength  Break Load (min/max)  Galvanization   

Top & Bottom  12  185K-215K 1512/1689 .85-1.1 oz. Zinc/sq. ft.  

Line  12.5 185K-215K  1339/1492  .85-1.1 oz. Zinc/sq. ft.  

Stay 12.5  130K-150K 940/1041 .85-1.1 oz. Zinc/sq. ft.  

Knot  13 60K-85K  356/482 .85-1.1 oz. Zinc/sq. ft.  

 

Stay-Tuff Fence fabric consistently far exceeds the minimums shown above in wire strength and galvanization. 

Galvanization averages .94 to 1.6 oz. per sq. ft. Wire strength will generally be at 195-215 psi for the line wire and a 

nominal 140 psi for stay wire.  

 

All Stay-Tuff Fence Mfg. Inc.’s fixed knot fabric is manufactured in the U.S.A. 

 

 



 







EXHIBIT C:  Chain Link Fencing Specifications 
 
1. Dimensions shown for pipe, roll-formed and H-sections are outside dimensions. 

 

2. Fabric: No. 9 gauge or better.  Finished size steel wires, 2” mesh, twisted selvages both top and bottom. 

 

3. Furnish one-piece fabric widths.  Fabric finish - galvanized, ANSI/ASTM A-392, Class I, with not less than 1.2 oz. 

zinc per square foot of surface. 

 

4. Framework:  Galvanized steel, ANSI/ASTM A-120 or ANSI/ASTM A-123, with not less than 1.8 oz. zinc per square 

foot of surface. 

 

5. Hardware and Accessories:  Galvanized ANSI/ASTM A-153, no aluminum accessories or ties.  All attachment points 

should be bracket and band. 

 

6. Terminal Posts:  3” OD galvanized steel pipe, schedule 40, 5.79 lbs. per linear ft. minimum. 

 

7. Line Posts:  2 3/8” OD galvanized steel pipe, schedule 40, 2.72 lbs. per linear ft.  Line posts shall be set in concrete 72 

feet on center, or closer where needed. 

 

8. Tension Wire:  Top tension wire shall be #7 ga. coil spring tension wire.  Bottom tension wire shall be standard 

barbed wire, stretched tight between posts at ground level.  Secure top and bottom tension wires to line posts with 

wire ties.  

 

9. Wire Ties:  use galvanized wire ties spaced 15” o.c. for tying fabric to rails and braces, use galvanized hog rings 

spaced 18” o.c. for tying fabric to tension wires, No aluminum ties will be accepted. 

 

10. Braces:  Braces will consist of truss rods and 1 5/8 inch pipe and will not exceed three hundred (300) feet intervals in 

the fence line.  Braces shall be installed at all corner, tension, terminal and gateposts and shall be extended to adjacent 

line post if necessary, and galvanized.    

 

11. Gates:  gates shall be constructed of same fabric, framework, hardware, and terminal posts as fence or better if 

recommended by fence manufacturer.  Gate locations to be determined by owner.  Gate center pin and latch to be 

heavy duty, industrial quality. 

 

12. Post Cap:  All round posts shall have galvanized post caps.  



EXHIBIT D – Water Gaps 

 
 

 
 

 
 

 

END OF ADDENDUM No. 1 

 

 

 

 



CITY OF SAN ANTONIO 

DEPARTMENT OF CAPITAL IMPROVEMENTS MANAGEMENT SERVICES  

CONTRACT SERVICES DIVISION 

 
 
 
 

RECEIPT OF ADDENDUM NUMBER(S). 1  IS HEREBY ACKNOWLEDGED FOR PLANS AND 

SPECIFICATIONS FOR EDWARDS AQUIFER PROTECTION LANDS FENCING FOR WHICH 

BIDS WILL BE OPENED ON   January 15, 2013. 

 

 

THIS ACKNOWLEDGEMENT MUST BE SIGNED AND RETURNED WITH THE BID 

PACKAGE. 

 

 

 
Company Name:        

Address:         

City/State/Zip Code:       

 

Date:     

 

         

Signature 

         

Print Name/Title 


